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The Problem  

Lavazza coffee had a steel mezzanine deck installed within their facility, the steel deck was welded to the support 
structure below however, a large amount of flex was still present, especially with two 2Tonne forklift trucks driving along the 
length of the mezzanine all day. The large amount of flex within the deck was causing the existing resin flooring system to crack 
and break away from the substrate, leaving patches of unsightly and unprotected steel flooring. Lavazza had a further 
Mezzanine deck being installed in another area of the factory and were wanting this area protected with a suitable product from 
the outset, ensuring a long service life for the area with no need for repair in the future.  

 

 

 

Challenges faced  

• 24/7 factory operation meant all works to be completed during 4 day maintenance shut down  
• Being a working food environment, process’s must not contaminate surrounding factory areas as well as 

neighbouring maintenance trades  
• Material & processes specified must be flexible enough to move with the mezzanine deck, but not so flexible 

they are distorted by forklift movements.  
• Must be hard wearing to withstand repeated fork lift truck traffic  
• Easily cleanable and maintainable  
• Working area was on 2 sides of the factory – quick relocation and multiple teams required  
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The solution  

Line-X XS-350 sprayed at 3.5mm thick in grey, with a light non-slip profile was selected as the most appropriate material 
for the job, with its high elongation, tear strength and abrasion resistance giving it the most favourable characteristics for the 
job. To give optimal performance, the original coating was fully removed and both mezzanines shot blasted to SA2.5 standard 
giving a strong profile for adhesion, a chemical adhesion enhancer was also added into the resin side of the XS-350, giving a 
tenacious physical and chemical bond to the substrate.  

The process would take place over a 4-day maintenance shut down with teams split across each mezzanine floor in 
order to finish on time. The areas to be coated were fully enclosed using polythene sheeting and timber framing ensuring there 
was no risk of contamination to the broader factory area. Extraction would be set up appropriately sized for an air change every 
2 minuets. All spray equipment was palletised and self-contained running off a generator, allowing for quick re-location from one 
working area to another.  

The floor was completed on time and to spec, with all line marking and demarcation completed using high adhesion PU 
topcoat in safety yellow.  

 

Existing Floor Removal and blast cleaning   
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 Prepared floor, masked and ready for coating  

 

 Equipment and Extraction set up  
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Spraying of floor  

 

 

 

 

 

 

 

 Completed with Line Marking 

Line-X XS-350 Application to mezzanine flooring within Lavazza 
Coffee factory 


